SNS Cooling Technology
Manufacturing Capability:
	SIZE OF COLD PLATE
	

	MAX LENGTH
	58 INCHES

	MAX WIDTH
	28 INCHES

	BASE PLATE MATERIAL
	6063-T5

	
	6061-T651

	TUBE MATERIAL
	COPPER

	
	CUPRO-NICKEL

	
	ALUMINIUM SEAMLESS

	
	ALUMINIUM EXTRUDED & COLD DRAWN

	
	STAINLESS STEEL

	RECOMMENDED WALL THICKNESS
	0.028

	
	0.032

	
	0.035

	
	0.049

	
	0.058

	
	0.065

	MANUFACTURING TOLERANCES
	

	LENGTH TOLERANCES
	+/-0.010 (CAN MAINTAIN TIGHT TOLERANCES IF REQUIRED

	WIDTH TOLERANCES
	+/-0.010 (CAN MAINTAIN TIGHT TOLERANCES IF REQUIRED

	THICKNESS TOLERANCES
	+/-0.005 FOR PLATES SIZE UPTO 6X6

	
	+/-0.015 FOR PLATES SIZE UPTO 12X12

	
	+/-0.030 FOR PLATE SIZE BEYOND 12X12

	
	CUPRO-NICKEL

	FLATNESS TOLERANCES
	0.0005 INCHE/ INCHE

	SURFACE FINISH
	32 MICRO-INCHES OR BETTER

	WALL THICKNESS AFTER FLYCUT
	MIN 0.024” FOR TUBE THICKNESS OF 0.049”

	
	MIN. 0.030” FOR TUBE THICKNESS OF 0.058”

	
	MIN OF 0.018” FOR TUBE THICKNESS OF 0.028” UPTO 0.035”

	PROTECTIVE COATING
	WH=WASH

	
	CC=CLEAR CHROMATE

	
	YC=YELLOW CHROMATE

	
	EN=ELECTROLESS NICKEL

	TUBE END OPTIONS
	WITHOUT BEAD

	
	WITH BEAD

-SEND EMAIL TO sales@snscoolingtech.com FOR DESIGN GUIDELINE

	
	WITH MALE/ FEMAL FITTING;

BRAZED OR SOLDERED

- SEND EMAIL TO sales@snscoolingtech.com FOR DESIGN GUIDELINE


